
Calculations are performed using daily time steps.  The 30-day volume-weighted average for a 
particular day is calculated using a ‘window’ of time which includes the previous 30 days which 
had both flow and measurements of radionuclide activity.  Therefore, for a location with continuous 
flow and complete analytical results, 365 (366 in a leap year) 30-day average values are 
calculated annually.  When a negative analytical result (e.g. -0.002 pCi/l) is returned from the lab 
due to blank correction, then a value of 0.0 pCi/l is used for calculation purposes.



Print Date: 3/5/2004

POC Gaging Station GS01: Woman Creek at Indiana Street
30-Day Volume-Weighted Moving Averages

 for Pu-239, 240 and Am-241 Activities (4/1/03 - 6/30/03)
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Gaps in data are for 
periods of zero flow or no 

analytical result.

Data from the composite sample for the 
period 6/19/03-1/8/04 was not available 

as of 2/2/04.
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POC Gaging Station GS01: Woman Creek at Indiana Street
30-Day Volume-Weighted Moving Averages

 for Pu-239, 240 and Am-241 Activities (7/1/03 - 9/30/03)
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Gaps in data are for 
periods of zero flow or no 

analytical result.

Data from the composite sample for the 
period 6/19/03-1/8/04 was not available 

as of 2/2/04.



Print Date: 3/5/2004

POC Gaging Station GS01: Woman Creek at Indiana Street
30-Day Volume-Weighted Moving Averages

 for Pu-239, 240 and Am-241 Activities (10/1/03 - 12/31/03)
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Gaps in data are for 
periods of zero flow or no 

analytical result.

Data from the composite sample for the 
period 6/19/03-1/8/04 was not available 

as of 2/2/04.
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POC Gaging Station GS03: Walnut Creek at Indiana Street
30-Day Volume-Weighted Moving Averages 

for Pu-239,240 and Am-241 Activities (7/1/03 - 9/30/03)
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Gaps in data are for periods 
of zero discharge or no 

analytical result.
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POC Gaging Station GS03: Walnut Creek at Indiana Street
30-Day Volume-Weighted Moving Averages 

for Pu-239,240 and Am-241 Activities (10/1/03 - 12/31/03)

0.00

0.02

0.04

0.06

0.08

0.10

0.12

0.14

0.16
10

/1
/2

00
3

10
/8

/2
00

3

10
/1

5/
20

03

10
/2

2/
20

03

10
/2

9/
20

03

11
/5

/2
00

3

11
/1

2/
20

03

11
/1

9/
20

03

11
/2

6/
20

03

12
/3

/2
00

3

12
/1

0/
20

03

12
/1

7/
20

03

12
/2

4/
20

03

12
/3

1/
20

03

Date

A
ct

iv
ity

 in
 p

C
i/L

Pu-239,240 30dAvg

Am-241 30dAvg

RFCA Standard for Pu-239,240 and Am-241 of 0.15 pCi/L

Gaps in data are for periods 
of zero discharge or no 

analytical result.

Results from the composite 
samples for the periods 12/15 - 

12/21/03 and 12/22 - 1/9/04 were 
not available as of 2/2/04.
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POC Gaging Station GS08: Pond B-5 Outlet
30-Day Volume-Weighted Moving Averages

 for Pu-239,240 and Am-241 Activities (10/1/03 - 12/31/03)
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Averages shown here are 30-day 'windows' 
of days with flow.  They are calculated only 

for days with a Pond B-5 discharge.
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POE Gaging Station GS10: South Walnut Creek above B-Series Ponds
30-Day Volume-Weighted Moving Averages

 for Pu-239,240 and Am-241 Activities (10/1/03 - 12/31/03)
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Results from the composite sample for the 
period 12/8 - 12/28/03 were not available as of 

2/2/04.  The composite sample started on 
12/29/03 was still in progress as of 2/2/04.
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POC Gaging Station GS11: Pond A-4 Outlet
30-Day Volume-Weighted Moving Averages

 for Pu-239,240 and Am-241 Activities (10/1/03 - 12/31/03)
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Averages shown here are 30-day 'windows' of 
days with flow.  They are calculated only for days

with a Pond A-4 discharge.

Gaps in data are for periods 
of zero discharge or no 

analytical result.
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POC Gaging Station GS31: Pond C-2 Outlet
30-Day Volume-Weighted Moving Averages

 for Pu-239,240 and Am-241 Activities (10/1/03 - 12/31/03)
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Averages shown here are 30-day 'windows' of days 
with flow.  They are calculated only for days with a 

Pond C-2 discharge.  There was no Pond C-2 
discharge during the 1st Quarter of FY04.
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POE Gaging Station SW027: South Interceptor Ditch above Pond C-2
30-Day Volume-Weighted Moving Averages

for Pu-239,240 and Am-241 Activities (4/1/03 - 6/30/03)
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Gaps in data are for periods of zero 
discharge or no analytical result.
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POE Gaging Station SW027: South Interceptor Ditch above Pond C-2
30-Day Volume-Weighted Moving Averages

for Pu-239,240 and Am-241 Activities (7/1/03 - 9/30/03)
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Gaps in data are for periods of zero 
discharge or no analytical result.



Print Date: 3/5/2004

POE Gaging Station SW027: South Interceptor Ditch above Pond C-2
30-Day Volume-Weighted Moving Averages

for Pu-239,240 and Am-241 Activities (10/1/03 - 12/31/03)

0.00

0.02

0.04

0.06

0.08

0.10

0.12

0.14

0.16
10

/1
/2

00
3

10
/8

/2
00

3

10
/1

5/
20

03

10
/2

2/
20

03

10
/2

9/
20

03

11
/5

/2
00

3

11
/1

2/
20

03

11
/1

9/
20

03

11
/2

6/
20

03

12
/3

/2
00

3

12
/1

0/
20

03

12
/1

7/
20

03

12
/2

4/
20

03

12
/3

1/
20

03

Date

A
ct

iv
ity

 in
 p

C
i/L

Pu-239,240 30d Avg

Am-241 30d Avg

RFCA Action Level for Pu-239,240 and Am-241 of 0.15 pCi/L

Gaps in data are for periods of zero 
discharge or no analytical result.  There 

was no flow at SW027 during the 1st 
Quarter of FY04.
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POE Gaging Station SW093: North Walnut Creek above A-Series Ponds
30-Day Volume-Weighted Moving Averages

 for Pu-239,240 and Am-241 Activities (7/1/03 - 9/30/03)
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POE Gaging Station SW093: North Walnut Creek above A-Series Ponds
30-Day Volume-Weighted Moving Averages

 for Pu-239,240 and Am-241 Activities (10/1/03 - 12/31/03)
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Results from the composite sample 
for the period 11/26/03 - 1/18/04 were

not available as of 2/2/04.
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POE Gaging Station 995POE: WWTP Effluent
30-Day Volume-Weighted Moving Averages

 for Pu-239,240 and Am-241 Activities (10/1/03 - 12/31/03)
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